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ABSTRACT 



To achieve an image encoding apparatus that has extensi- 
biUty by not Umiting an image to be referenced, and that can 
reduce processing time satisfactorily if the processing of an 
ordinary frame is skipped, the apparatus of the present 
invention comprises: motion detecting means for detecting a 
motion vector for each block of a prescribed size from a 
reference image and an input image; weighted motion - 
compensation means for, based on the detected motion 
vector, extracting from the reference image an area of a 
prescribed size which is wider than the prescribed block size 
and which contains an area corresponding to each block of 
the input image, and for creating a predicted image for the 
input image by applying a predetermined weight to each of 
pixels in the wider area and by using the weighted pixels of 
the wider area; a predicted -image memory for storing the 
predicted image; encoding means for taking a residual 
between the stored predicted image and the input image, and 
for encoding the residual; and decoding means for decoding 
the encoded image data and thereby obtaining a reference 
image. 

4 Claims, 21 Drawing Sheets 
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1 

IMAGE CODING AND DECODING 
APPARATUS AND METHODS THEREOF 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 

The present invention relates to an image encoding 
apparatus, an image decoding apparatus, etc. that are used to 
encode and decode moving image data, for example, in 
videophones and the like. 

2. Related Art of the Invention 

In recent years, to transmit or record moving image data 
at low bit rates in videophone and videoconferencing 
systems, image compression techniques have been required 
to provide higher compression ratios for higher efficiency. 
These techniques have been standardized, for example, as 
MPEG 1/2 by ISO/IEC and H.261 and H.263 by ITU-T 

FIG. 17 is a block diagram of a prior art image encoding 
apparatus, and FIG. 18 is an image decoding apparatus 
corresponding to the encoding apparatus, both implementing 
the ITU-T standard H.263. 

Referring to FIG. 17, when in traframe -coding an input 
image, an intraframe/interframe coding selection switch 11 
is switched to the upper position. The input image, after 
discrete-cosine -transformed by a DCT 5, is quantized by a 
quantizer 6 and variable-length encoded by a Huffman 
encoder 12, and then multiplexed by a MUX (multiplexer) 
14 and output as a bit stream. In this process, part of the 
signal quantized by the quantizer 6 is inverse-quantized by 
an inverse quantizer 7 and inverse-discrete-cosine- 
transformed by an inverse DCT 8, and then stored as a 
reference image in a frame delay memory 3 via an adder 9. 
The illustrated example shows an advanced motion com- 
pensation mode, that is, the encode unit is an 8x8 block. 

On the other hand, when interframe -coding an input 
image, the intraframe/interframe coding selection switch 11 
is switched to the lower position. The input image is 
compared, in a motion estimator 1, with the reference image 
stored in the frame delay memory 3, and a motion vector is 
detected for each block and is stored in a motion vector 
memory 2. Based on the motion vector, a motion compen- 
sator 4 searches the reference image for each block for a 
region corresponding to the block and thereby creates a 
predicted image from the reference image. That is, motion 
compensation is performed relative to the reference image. 
The residual between the thus created predicted image and 
the input image is obtained using a sub tractor 10. The 
resulting residual signal is encoded through the DCT 5 and 
quantizer 6 and variable -length encoded by the Huffman 
encoder 12, and then multiplexed by the MUX 14 and output 
as a bit stream. In this process, the quantized signal is 
inverse-quantized by the inverse quantizer 7 and inverse- 
discrete-cosine-transformed by the inverse DCT 8, and then 
added in the adder 9 to the predicted image output from the 
motion compensator 4, and stored in the frame delay 
memory 3 as a reference image. The motion vectors 
obtained by the motion estimator 1 are encoded by a motion 
vector encoder 13, and output after being multiplexed by the 
MUX 14 with the residual signal output from the Huffman 
encoder 12. 

Referring next to FIG. 18, when the encoded bit stream 
output from the above image encoding apparatus is input to 
the image decoding apparatus, the bit stream is demulti- 
plexed by a DMUX (demultiplexer) 15 into the encoded 
image signal and encoded motion vector signal. The image 
signal is decoded by a Huffman decoder 16, and further 
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decoded by an inverse quantizer 7 and inverse DCT 8. At 
this time, if the image signal is an intraframe -encoded 
signal, an intraframe/interframe coding selection switch 18 
is connected to the upper position so that the image signal is 

5 output directly as an output image. The output image is also 
stored in a frame delay memory 3 as a reference image. 

On the other hand, the motion vectors demultiplexed by 
the DMUX 15 are decoded by a motion vector decoder 17 
and stored in a motion vector memory 2. Based on these 

10 motion vectors, a motion compensator 4 creates a predicted 
image from the reference image fed from the frame delay 
memory 3, and the thus created predicted image is added in 
an adder 9 to the image signal output from the inverse DCT 
8. At this time, if the image signal is an interframe-encoded 

15 signal (that is, the residual signal), the intraframe/interframe 
coding selection switch 18 is connected to the lower position 
so that the sum signal is output as an output image. 

Here, as shown in FIG. 19(fl), for each of the 8x8 blocks 
into which the input image is divided, the motion estimator 
1 searches the reference image for a region having the 
highest correlation with the target block, and obtains a 
motion vector for that block by detecting its displacement. 
At this time, as shown in FIG. 19(b), for example, there can 
arise cases where the regions in the reference image which 
correspond to blocks T, B, L, and R surrounding a certain 
block C overlap the region corresponding to the block C or 
are separated by a certain distance from that region. As a 
result, when a predicted image is constructed from these 
searched regions, overlapping or discontinuous portions 
occur in the image, resulting in a degradation in image 
quality. To prevent such image quality degradation, it has 
been practiced to correct the predicted image by using 
motion vectors for the blocks horizontally and vertically 
adjacent to each target block and thus considering pixels in 
the neighborhood of the target block. More specifically, to 
obtain a prediction value for the block C, the regions in the 
reference image corresponding to the block C and its hori- 
zontally and vertically adjacent blocks T, B, L, and R, as 
shown in FIG. 19(b), are obtained from the motion vectors 
for these five blocks; then, pixels are read out from these five 
regions and multiplied by the coefficients shown in FIG. 20 
set for each block, the results then being added together and 
finally divided by 8 for normalization. The same processing 
is repeated for each block, and the predicted image is 
obtained from their results. The neighbor motion vectors 
shown at the output of the motion vector memory 2 in FIGS. 
17 and 18 indicate this processing. 

With the above method, the discontinuous portions occur- 
ring in an image are alleviated, and image quality improves. 
In cases where prediction errors (residuals) cannot be 
encoded sufficiently because of a low bit rate, only motion 
vectors, and hence only the predicted image, are transmitted; 
even in that case, since the predicted image is constructed in 
overlapping fashion as depicted in FIG. 2D, a sharp image 
is obtained for areas of coherent translation and a smooth or 
blurred image is obtained for areas of nonuniform motion. 

However, with the above prior art method, since the 
predicted image is constructed using the motion vectors for 

60 the blocks horizontally and vertically adjacent to each target 
block, prediction integrity cannot be preserved unless the 
same reference image is used, and also the reference image 
is limited to only one frame (e.g. a previous one), the prior 
art thus has had the problem of lacking extensibility 

65 In MPEG 1/2, for example, by using the structure of 
IBBBPBBPBBP, P-image data can be encoded indepen- 
dently without referring to B -images. This means two par- 
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allel bit streams are considered; one is of IPPP . . . while the 
other is of additional BBB stream. However, in MPEG 1/2, 
bit streams are not defined as parallel streams, but arrive 
sequentially; therefore, if a template (i.e. reference frame) 
requires a very high bit rate, there may occur a case where 
the I-frame cannot be decoded within a prescribed time. This 
is called "latency" problem. 

FIG. 21 is a diagram showing decode timing in the prior 
art image decoding apparatus. In FIG. 21, tO and tl each 
indicate a template, and pO, pi, . . . , p6 indicate ordinary 
frames. In the upper part of the diagram, decoding of the 
templates tO and tl does not take much time, but is done in 
time for the display timing, so that the frames are displayed 
in sequence starting with pO. On the other hand, in the lower 
part of the diagram, decoding of the template tl (p4) takes 
a long time and is not done in time for the display timing of 
p4. In this case, since the decoding of p3 and p4 cannot be 
skipped under any circumstances, a buffer is provided to 
allow a margin for frame display timing, and when the 
decoding of p4 delays, the decoding of p5 and p6 is skipped 
and the decoding process proceeds to the next template. The 
above problem can thus be addressed. 

However, in the above method that transmits using a 
single bit stream, bits must be interpreted one by one until 
the bit stream of the next template arrives, which presents 
the problem that the processing time cannot be shortened 
satisfactorily even if the processing of an ordinary frame is 
skipped. 

SUMMARY OF THE INVENTION 

In view of the above-outlined problems with the prior art 
image encoding and decoding, it is an object of the present 
invention to provide an image encoding apparatus, an image 
decoding apparatus, etc. that have extensibility by not lim- 
iting the reference image to a particular frame, and that can 
reduce the processing time satisfactorily if the processing of 
an ordinary frames is skipped. 

According to the invention, there is provided an image 
encoding apparatus comprising: motion detecting means for 
detecting a motion vector for each block of a prescribed size 
from a reference image and an input image; weighted 
motion-compensation means for, based on the detected 
motion vector, extracting from the reference image an area 
of a prescribed size which is wider than the prescribed block 
size and which contains an area corresponding to each block 
of the input image, and for creating a predicted image for the 
input image by applying a predetermined weight to each of 
pixels in the wider area and by using the weighted pixels of 
the wider area; a predicted-image memory for storing the 
predicted image; encoding means for taking a residual 
between the stored predicted image and the input image, and 
for encoding the residual; and decoding means for recon- 
structing the input image data to be reconstructed at a 
decoding end and thereby obtaining a reference image. 

According to the invention, there is also provided an 
image decoding apparatus comprising: decoding means for 
decoding encoded data input from the image encoding 
apparatus; a frame memory for storing a reference image; 
weighted motion-compensation means for, based on the 
motion vector decoded by the decoding means, extracting 
from the reference image stored in the frame memory an 
area of a prescribed size which is wider than the prescribed 
block size and which contains an area corresponding to each 
block of a predicted image, and for creating a predicted 
image by applying a predetermined weight to each of pixels 
in the wider area and by using the weighted pixels of the 
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wider area; and image creating means for creating an output 
image based on the predicted image and the residual signal 
decoded by the decoding means. 

With the above configuration, the reference image is not 
limited to the previous frame, and different reference images 
can be used, for example, when creating a predicted image. 

According to the invention, there is also provided an 
image encoding method wherein image data is divided into 
a representative frame representative of the image data and 
an ordinary frame other than the representative frame, and 
the representative frame and the ordinary frame are 
assembled as different bit streams, with frame identifying 
information for identifying the respective frames appended 
thereto, and are multiplexed together for transmission. 

According to the invention, there is also provided an 
image decoding method wherein frame identifying informa- 
tion is detected from encoded data input from an image 
encoding apparatus, the input encoded data is separated into 
image data of a representative frame and an ordinary frame 
in accordance with the detected frame identifying 
information, the representative frame is given priority in 
decoding, and if the decoding thereof overlaps the decoding 
of an ordinary frame that refers to an already decoded 
representative frame, the decoding of the ordinary frame is 
abandoned. 

With the above method, if the decoding of the represen- 
tative frame takes a long time, the decoding of an ordinary 
frame can be skipped easily. 

According to the invention, there is also provided an 
image decoding method wherein an error-correcting code is 
extracted from a representative frame of encoded data input 
from an image encoding apparatus, if a data error occurs, 
error correction is performed on the representative frame, an 
error-detecting code is extracted from an ordinary frame of 
the input encoded data, and if a data error occurs, the 
ordinary frame is discarded, and a representative frame is 
substituted for the discarded frame. 

With the above method, in the event of a channel error, for 
example, a minimum required level of image quality can be 
maintained using a representative frame. 

According to the invention, there is also provided an 
image encoding apparatus comprising: an ofEset map in 
which offset values for a quantization step size are set for 
each image, the offset values being used to change the 
quantization step size for each block when quantizing an 
image for transmission; and offset appending means for 
appending data of the offset map at the head of data of the 
image. 

According to the invention, there is also provided an 
image decoding apparatus comprising: offset extraction 
means for extracting the oflEset map from encoded data input 
from the image encoding apparatus; and decoding means for 
changing the quantization step in each image based on the 
extracted ofi&et value, and for inverse -quantizing the input 
encoded data with the changed quantization step size and 
thereby decoding the encoded data. 

With the above configuration, the quantization step size 
for each block can be easily changed according to the offset 
value of the offset map. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram showing the configuration of an 
image encoding apparatus according to a first embodiment 
of the present invention; 

FIG. 2 is a block diagram showing the configuration of an 
image decoding apparatus corresponding to the image 
encoding apparatus of FIG. 1; 
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FIG. 3 is a schematic diagram showing a correspondence 
between images to be processed and templates according to 
the first embodiment; 

FIG. 4 is a schematic diagram for explaining the relation- 
ship between a predicted image and a reference image 
according to the first embodiment; 

FIG. 5 is a diagram showing weighting factors by way of 
example according to the first embodiment; 

FIG. 6 is a block diagram showing the configuration of the 
first half of an image encoding apparatus according to a 
second embodiment of the present invention; 

FIG. 7 is a block diagram showing the configuration of the 
second half of the image encoding apparatus connected to 
the first half thereof shown in FIG. 6; 

FIG. 8 is a block diagram showing the configuration of an 
image decoding apparatus corresponding to the image 
encoding apparatus of the second embodiment; 

FIG. 9 is a schematic diagram showing a correspondence 
between images to be processed and templates according to 
the second embodiment; 

FIG. 10 is a diagram for explaining decoding timing of a 
multiplexed bit stream in the image decoding apparatus of 
the second embodiment; 

FIG. 11 is a diagram showing a packet structure according 
to the second embodiment; 

FIG. 12 is a schematic diagram showing a correspondence 
between images to be processed and a template according to 
a third embodiment of the present invention; 

FIG. 13 is a diagram for explaining decoding timing in an 
image decoding apparatus according to the third embodi- 
ment; 

FIG. 14 is a diagram for explaining a reference region 
according to the third embodiment; 

FIG. 15 is a block diagram showing the configuration of 
an image encodiag apparatus according to a fourth embodi- 
ment of the present invention; 

FIG. 16 is a block diagram showing the configuration of 
an image decoding apparatus corresponding to the image 
encoding apparatus of FIG. 15; 

FIG. 17 is a block diagram showing the configuration of 
an image encoding apparatus according to the prior art; 

FIG. 18 is a block diagram showing the configuration of 
an image decoding apparatus corresponding to the image 
encoding apparatus of FIG. 17; 

FIG. 19(a) is a diagram for explaining how a motion 
vector is obtained in the prior art image encoding apparatus, 
and FIG. 19(b) is a diagram for explaining how a predicted 
image is obtained; 

FIG. 20 is a diagram for explaining how a predicted image 
is obtained in the prior art image encoding apparatus; and 

FIG. 21 is a diagram for explaining decoding timing of a 
single bit stream in the prior art image decoding apparatus. 

DESCRIPTION OF REFERENCE NUMERALS 
1. MOTION ESTIMATOR, 3, 23. FRAME DELAY 
MEMORY, 4. MOTION COMPENSATOR, 5. DCT, 6. 
QUANTIZER, 7. INVERSE QUANTIZER, 8. INVERSE 
DCT, 21a, 21b. MOTION ESTIMATOR, 22a, 226, 22c. 
WEIGHTED MOTION COMPENSATOR, 24. TEMPLATE 
STORING MEMORY, 26. CORRELATION 
COMPARATOR, 32. ERROR-DETECTION CODING 
PACKETIZER, 52. ERROR-CORRECTION CODING 
PACKETIZER, 62. ERROR-DETECTING 
DEPACKETIZER, 63. ERROR-CORRECTING 



DEPACKETIZER, 73, 82. OFFSET MAP, 74. DPCM 
HUFFMAN ENCODER, 81. DPCM HUFFMAN 
DECODER 

5 PREFERRED EMBODIMENTS 

The present invention will now be described below with 
reference to the drawings illustrating the embodiments 
thereof. 

(Embodiment 1) 

10 FIG. 1 is a block diagram showing the configuration of an 
image encoding apparatus according to a first embodiment 
of the present invention, and FIG. 2 is a block diagram 
showing the configuration of an image decoding apparatus 
corresponding to the image encoding apparatus. The image 

15 encoding apparatus comprises: a frame delay memory 23 for 
storing a reference image; a motion estimator 21a as a 
motion detecting means for detecting a motion vector based 
on the reference image and an input image; a weighted 
motion compensator 22a for creating a predicted image from 

20 the reference image by using the motion vector; a template 
storing memory 24 for storing a template (representative 
image) as a reference image; a motion estimator 21b as a 
motion detecting means for detecting a motion vector based 
on the input image and the template (which is a reference 

25 image different from the reference image stored in the frame 
delay memory 23); and a weighted motion compensator 22b 
for creating a predicted image from the reference image by 
using the motion vector. 

Also included are: a correlation comparator 26 for com- 

30 paring the degrees of correlation between the reference 
images and the input image by using the motion vectors 
detected by the motion estimators 21a and 21b', a reference 
image selection switch 27 as a selection means for selecting 
the weighted motion estimator associated with the reference 

35 image that has been found to have the higher correlation as 
the result of the comparison; a predicted-image memory 25 
for storing the predicted image output via the reference 
image selection switch 27; and a subtractor 10 for obtaining 
a residual between the predicted image stored ia the pre- 

40 dieted image memory 25 and the input image. 
There are also provided 

an intraframe/interframe coding selection switch 11 
which is switched according to whether the input image 
is intraframe -coded or interframe-coded, 
a DCT 5 for discrete -cosine -transforming an image signal 
input via the intraframe/interframe coding selection 
switch 11, 

a quantizer 6 for quantizing the discrete-cosine- 
transformed signal, 
a Huffman encoder 12 for variable -length encoding the 

quantized signal, 
a multiplexed motion vector encoder 28 for multiplexing 
a selection control bit, output as selection information 
from the correlation comparator 26, with the motion 
vector selected based on the selection control bit 
between the motor vectors output from the motion 
estimators 21a and 21b, and for encoding the multi- 
plexed data, and 
60 a MUX 14 for multiplexing the output of the multiplexed 
motion vector encoder 28 with the output of the Huff- 
man encoder 12 onto a bit stream for output. 
Furthermore, there are provided: an inverse quantizer 7 
for inverse -quantizing the output of the quantizer 6; an 
65 inverse DCT 8 for inverse-discrete-cosine-transforming the 
inverse -quantized signal; an adder 9 for creating a reference 
image for the next input image by adding the inverse- 
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discrete-cosine -transformed signal to the predicted image 
stored in the predicted image memory 25; and a template 
updating switch 19 for updating the reference image stored 
in the template storing memory 24. 

Here, the sub tractor 10, DCT 5, quantizer 6, etc. constitute 
encoding means, and the inverse quantizer 7, inverse DCT 
8, adder 9, etc. constitute decoding means. 

On the other hand, the image decoding apparatus of FIG. 
2 comprises: a DMUX 15 for taking as an input the bit 
stream output from the image encoding apparatus of FIG. 1, 
and for demultiplexing it into the image signal (usually, a 
residual signal) and the multiplexed motion vector; a Huff- 
man decoder 16 for decoding the demultiplexed image 
signal; an inverse quantizer 7 for inverse -quantizing the 
decoded signal; an inverse DCT 8 for inverse -discrete- 
cosine -transforming the inverse-quantized signal; a multi- 
plexed motion vector decoder 29 for decoding the multi- 
plexed motion vector, demultiplexed by the DMUX 15, into 
the motion vector and selection control bit; a weighted 
motion compensator 22c for creating a predicted image from 
a reference image by using the decoded motion vector; and 
a predicted-image memory 25 for storing the thus created 
predicted image. 

There are also provided: an adder 9 for creating an output 
image by adding the output of the inverse DCT 8 to the 
predicted image supplied from the predicted image memory 
25; an intraframe/interframe coding selection switch 18 
which is switched according to whether the input image is 
intraframe -coded or interframe-coded; a frame delay 
memory 23 for storing the output image as a reference 
image; a template storing memory 24 for storing as a 
reference image a template from the output image; a tem- 
plate updating switch 19 for updating the reference image 
stored in the template storing memory 24; and a reference 
image selection switch 27 for switching its input between 
the frame delay memory 23 and the template storing 
memory 24 based on the selection control bit. 

Here, the Huffman decoder 16, inverse quantizer 7, 
inverse DCT 8, multiplexed motion vector decoder 30, etc. 
constitute decoding means, and the adder 9, etc. constitute 
image creating means. Motion vector detection is performed 
here in units of 16x16 blocks, that is, in units of so-called 
macroblocks. It will be recognized, however, that the term 
"block" used in the appended claims refers to a block of any 
prescribed size, and includes an 8x8 block as well as the 
above-mentioned macroblock, and even a block of other 
size. 

The operation of the image encoding apparatus and image 
decoding apparatus of the first embodiment will be 
described below with reference to associated drawings. 

First, relations between ordinary frames and representa- 
tive frames (templates) will be described. FIG. 3 shows the 
relations between the ordinary frames and representative 
frames. In FIG. 3, pO to p 6 indicate the ordinary frames, and 
to and tl the templates. The template tO is created by 
copying from the ordinary frame pO, and the ordinary frames 
p2 and p3 are created by referring to the template tO. 
Likewise, the template tl is created by copying from the 
ordinary frame p4, and the ordinary frame p6 is created by 
referring to the template tl. The ordinary frame is stored in 
the frame delay memory 23, while the template is stored in 
the template storing memory 24 when updating the template. 

Suppose here that a previous frame is already stored as a 
reference image in the frame delay memory 23 and a 
template as a reference image in the template storing 
memory 24. When an input image arrives, the motion 
estimator 21a detects a motion vector for each macroblock 
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of 16x16 pixels from the input image and the reference 
image stored in the frame delay memory 23, and outputs the 
result of the detection to the weighted motion compensator 
22a, correlation comparator 26, and multiplexed motion 

5 vector encoder 28. Likewise, the motion estimator 216 
detects a motion vector for each macroblock from the input 
image and the reference image stored in the template storing 
memory 24, and outputs the result of the detection to the 
weighted motion compensator 22b, correlation comparator 

10 26, and multiplexed motion vector encoder 28. 

Next, based on the detected motion vector, the weighted 
motion compensator 22a searches the reference image for 
each target macroblock for a region having the highest 
correlation, and extracts a region of 24x24 pixels which is 

15 wider than the macroblock and contains the located region 
and its adjacent areas; then, the pixels in the extracted region 
are multiplied by weighting factors, such as shown in FIG. 
5, to obtain pixels for the extracted region. In like manner, 
the weighted motion compensator 22b obtains pixels for a 

20 24x24-pixel region by using the template as a reference 
image. Here, the weighting factors in the left side of FIG. 5 
are for the luminance signal, and the weighting factors in the 
right side are for the color-difference signals. 

On the other hand, the correlation comparator 26 com- 

25 pares the outputs of the motion estimators 21a and 21b, and 
judges which reference image has the higher correlation 
with the input image, based on the result of which the 
reference image selection switch 27 is switched to select the 
output of the associated weighted motion compensator for 

30 connection to the predicted-image memory 25. At this time, 
the result of the comparison is also output to the multiplexed 
motion vector encoder 28 as a selection control bit. Suppose 
here that the weighted motion compensator 22a has been 
selected as the result of the judgement. Then, as shown in 

35 FIG. 4, pixels for the weighted wider region (indicated by a 
circle in the figure, with the macroblock indicated by a 
square region enclosed by dotted lines) are input to the 
predicted-image memory 25 from the previous frame stored 
in the frame delay memory 23. After that, ff it is judged by 

40 the correlation comparator 26 that there is high correlation 
between the input image and the template, then the weighted 
motion compensator 22b is selected, and pixels for the 
associated weighted region are input from the template, as 
shown in FIG. 4. In this way, processing is performed on all 

45 macroblocks, and the overlapped pixels are normalized by 
dividing by 8, thus constructing a predicted image in the 
predicted-image memory 25. The normalization is per- 
formed by reading data from the predicted-image memory 
25 by shifting the data 3 bits, so that special hardware is not 

50 required. In this way, since motion vectors around each 
target block need not be used in building a predicted image, 
a different reference image can be used for each different 
block, and even if the reference images are different between 
adjacent blocks, weighting can be applied to the pixels in the 

55 overlapped portions (each consisting of 4 pixels in the 
illustrated example) of the extracted regions. 

This allows a predicted image to be built from the 
temporally adjacent previous frame for moving image por- 
tions where motion vectors are large, and from the high- 

60 resolution template for stationary image portions where 
motion vectors are small. In this way, the predicted image 
can be built by smoothly concatenating the block bound- 
aries. 

Typical usage of templates is as pre-stored background 
65 image for prediction. Suppose that reference images are the 
previous frame and the templates that memorizes the 
background, the background and the portions in the back- 
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ground that appear and disappear behind a moving object in 
the foreground, can be predicted smoothly. 

When both previous and next frames are used as reference 
images, the resulting image can be used as a B-frame picture 
defined in MPEG 1/2. 
(Embodiment 2) 

FIGS. 6 and 7 are block diagrams showing the configu- 
ration of an image encoding apparatus according to a second 
embodiment of the present invention, and FIG. 8 is a block 
diagram showing the configuration of an image decoding 
apparatus corresponding to the image encoding apparatus. 
Major differences in this embodiment from the foregoing 
first embodiment are that the ordinary frame and template 
are processed separately and the data are packetized and 
output as different bit streams, and that an error-detecting 
code is appended to the ordinary frame and an error- 
correcting code to the template. 

In addition to the configuration of the image encoding 
apparatus of FIG. 1, the image encoding apparatus of FIG. 
6 further includes: an input selection switch 30 which 
switches the input image depending on whether the input 
image is an ordinary frame or a template; an output buffer 31 
for an ordinary frame; an error-detection coding packetizer 
32 for packetizing ordinary frame data by appending an 
error-detecting code to it; and a MUX 33 for multiplexing 
ordinary frame packet data and template packet data 
together for output. On the other hand, the template updating 
switch 19 shown in FIG. 1 is omitted. 

FIG. 7 shows a section for performing encoding opera- 
tions when the input image is a template. This section 
comprises: an intraframe/interframe coding selection switch 
41; a DCT 43 for discrete -cosine -transforming an image 
signal; a quantizer 44 for quantizing the discrete -cosine- 
transformed signal; a Hufi:man encoder 48 for variable- 
length encoding the quantized signal; a template storing 
memory 24 for storing a template as a reference image; a 
motion estimator 21c for detecting a motion vector based on 
the input image and the template stored in the template 
storing memory 24; a motion compensator 4 for creating a 
predicted image from the template by using the motion 
vector; a subtractor 42 for obtaining a residual between the 
predicted image and the input image; an inverse quantizer 45 
for inverse -quantizing the output of the quantizer 44; an 
inverse DCT 46 for inverse-discrete-cosine-transforming the 
inverse-quantized signal; and an adder 47 for adding the 
inverse-discrete-cosine-transformed signal to the predicted 
image. 

There are further provided: a motion vector encoder 49 
for encoding the motion vector detected by the motion 
estimator 21c; a MUX 50 for multiplexing the encoded 
motion vector with the variable -length encoded signal; an 
output buffer 51 for a template; and an error-correction 
coding packetizer 52 for packetizing template data by 
appending an error-correcting code to it. 

On the other hand, in the image decoding apparatus in 
FIG. 8, a DMUX 60 is provided that takes as an input the bit 
stream output from the image encoding apparatus and 
demultiplexes it into the ordinary frame packets and tem- 
plate packets. To process the ordinary frame packets, there 
are provided: an error-detecting depacketizer 62 for disas- 
sembling each ordinary frame packet; an input buffer 61 for 
an ordinary frame; and an image decoder having substan- 
tially the same configuration as that shown in FIG. 2. 

To process the template packets, there are provided: an 
error-correcting depacketizer 63 for disassembling each 
template packet; an input buffer 64 for a template; a DMUX 
115 for demultiplexing the signal from the input buffer 64 
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into the image signal and the motion vector; a Huffman 
decoder 116, an inverse quantizer 107, and an inverse DCT 
108, for decoding the demultiplexed image signal; a tem- 
plate storing memory 24 for storing the template as a 
reference image; a motion vector decoder 17 for decoding 
the motion vector; a motion vector memory 2 for storing the 
decoded motion vector; a motion compensator 4 for creating 
a predicted image from the template stored in the template 
storing memory 24 by using the motion vector; an adder 109 
for adding the thus created predicted image to the output of 
the inverse DCT 108; and an intraframe/interframe coding 
selection switch 118. Here, the template is decoded using the 
same method as practiced in the prior art. 

There are further provided: a reference image selection 
switch 65 for switching the reference image between the 
ordinary frame in the frame delay memory 23 and the 
template on the basis of the selection control bit output from 
the multiplexed motion vector decoder 29; and an output 
image selection switch 66 for switching the output image 
from the ordinary frame to the template when an error is 
detected in the ordinary frame by the error-detecting depack- 
etizer 62. 

The operation of the image encoding apparatus and image 
decoding apparatus of the second embodiment will be 
described below with reference to associated drawings. 

First, in the present embodiment, as shown in FIG. 9, the 
ordinary frames, pO to p6, and the templates, tO and tl, 
which are the same as pO and p4, are processed as different 
bit streams. The data are packetized; more specifically, as 
shown in the packet structure of FIG. 11, an identifier for 
identifying between an ordinary frame and a template is 
contained at the head of the packet, which is followed by a 
frame number indicating the sequence of playback. Next, in 
the case of a template, a Reed-Solomon error-correcting 
code is appended to the data, whereas in the case of an 
ordinary frame, the frame number of the template that the 
ordinary frame refers to and a CRC error-detecting code are 
appended. The error-correcting code is appended only for 
the template, and the error-detecting code is appended for 
the ordinary frame, because the data amount of the error- 
correcting code is larger than that of the error-detecting 
code. 

Referring back to FIG. 6, when the input image is an 
ordinary frame, the input selection switch 30 is connected to 

the upper position, and the same encoding process as that 
described in the first embodiment is performed on the 
ordinary frame. At this time, the quantizer 6 is controlled by 
the signals from the output buffers 31 and 51. Each output 
bufi^er is a FIFO bufier, which is implemented as a ring 
bufier which circulates a write address and read address for 
a memory area. The buffer available amount is expressed as 
the difi:erence between the write address and read address, 
and when the write address goes beyond the read address 
(this is not a simple comparison of address sizes because the 
addresses are circulating), the buffer overflows and part of 
transmitted image information is dropped. This can be 
avoided by varying the quantization step size according to 
the buffer available amount, which means that the quantizers 
6 and 44 should be controlled according to the buffer 
available amounts of the output buffers 31 and 51. This 
processing is called rate control. The image data variable - 
length encoded by the Hufiman encoder 12 and the motion 
vector and selection control bit multiplexed and encoded by 
the multiplexed motion vector encoder 28 are multiplexed 
together by the MUX 14 and then fed into the output buffer 
31, from which the data is supplied to the error-detection 
coding packetizer 32 where the data is assembled into 
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packets each containing a CRC error-detecting code as 
previously shown in FIG. 11. 

On the other hand, when the input image is a template, the 
input selection switch 30 is connected to the lower position, 
and encoding is performed in the template encoding section 5 
shown in FIG. 7. The encoding section applies encoding 
operations similar to those performed in conventional image 
encoding apparatus of the prior art. That is, when the 
template is intraframe -coded, the intraframe/interframe cod- 
ing selection switch 41 is connected to the upper position, lo 
and the encoding is performed by the DCT 43, quantizer 44, 
and Huffman encoder 48. When the template is interframe- 
coded, on the other hand, the intraframe/interframe coding 
selection switch 41 is connected to the lower position, and 
the motion estimator 21c detects a motion vector based on 15 
the input template and the reference image stored in the 
template storing memory 24; then, the motion compensator 
4 creates a predicted image from the reference image using 
the detected motion vector, the residual between the pre- 
dicted image and the input template is calculated by the 20 
sub tractor 42, and the resulting residual signal is encoded by 
the DCT 43, quantizer 44, and Huffman encoder 48. The 
detected motion vector is encoded by a motion vector 
encoder 49. 

Next, the template image data variable -length encoded by 25 
the Huffman encoder 48 and the motion vector encoded by 
the motion vector encoder 49 are multiplexed together by 
the MUX 50 and then fed into the output buffer 51, from 
which the data is supplied to the error-correction coding 
packetizer 52 where the data is assembled into packets each 30 
containing a Reed-Solomon error-correcting code as previ- 
ously shown in FIG. 11. 

The error-detection coded ordinary frame packets and the 
error-correction coded template packets, which have been 
formed as different bit streams as described above, are 35 
time -division multiplexed by the MUX 33 and output as a 
single bit stream. 

Referring next to FIG. 8, the bit stream from the image 
encoding apparatus is input to the DMUX 60 for demulti- 
plexing into the ordinary frame packets and template pack- 40 
ets. The demultiplexing can be easily achieved using the 
identifier appended at the head of each packet. The demul- 
tiplexed ordinary frame packets are fed into the error- 
detecting depacketizer 62 where each packet is disassembled 
and the error-detection code is interpreted. After packet 45 
disassembly, the data is supplied to the input buffer 61, and 
the decoding process thereafter is identical to that described 
in the first embodiment. On the other hand, the template 
packets are fed into the error-correcting depacketizer 63 
where each packet is disassembled and the error-correcting 50 
code is interpreted. After packet disassembly, the data is 
suppHed to the input buffer 64. After that, the data is 
demultiplexed by the DMUX 115 into the image signal and 
motion vector; then, the image signal is decoded by the 
Huffman decoder 116, inverse quantizer 107, inverse DCT 55 
108, and adder 109, while the motion vector is suppHed to 
the motion compensator 4 through the motion vector 
memory 2, to build a predicted image from the reference 
image stored in the template storing memory 24. 

In the decoding process, decoding of templates is given 60 
priority. For example, in cases where a template is encoded 
for every four frames as shown in FIG. 10, the decoding of 
the template tl is performed before the decoding of the 
ordinary frames p2, p3, etc. that use the template tO as a 
reference (see the upper part of the figure). At this time, ff 65 
it takes time to decode the template tl and the display of the 
ordinary frame p3, if decoded, is not likely to be in time, as 
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shown in the lower part of the figure, then the decoding of 
p3 is stopped halfway. In this way, the decoding of tl can be 
completed before the display timing of the ordinary frame 

p4 arrives. 

Further, in the present embodiment, if an error such as a 
transmission error is detected in an ordinary frame by the 
error-detecting depacketizer 62, the data of the ordinary 
frame is discarded. More specifically, the error-detecting 
depacketizer 62 in FIG. 8 outputs a control signal to the 
output image selection switch 66 so that the output image is 
switched to the template. On the other hand, ff there occurs 
an error such as a transmission error in a template, the error 
in the data is corrected by the error-correcting code 
appended to the packet. When an ordinary frame is dis- 
carded because of an error, the template is forcibly output as 
a substitute frame for the ordinary frame. In this way, if 
errors occur along transmission channels, etc., a minimum 
required level of image quality can be maintained using 
templates, thus providing resistance to channel and other 
errors. 

In the above embodiment, a Reed-Solomon error- 
correcting code is used as the error-correcting code, and a 
CRC error-detecting code as the error-detecting code, but it 
will be appreciated that they are not limited to these specific 
codes but other error-correcting and error-detecting codes 
can be used. 
(Embodiment 3) 

FIG. 12 is a schematic diagram showing relations 
between images to be processed and a template according to 
a third embodiment of the present invention. This embodi- 
ment is an extension of the foregoing second embodiment, 
and is intended for application where the template is a 
panoramic image or the like larger than an ordinary frame, 
for example, when ordinary frames pO to p6 use a single 
template tO as a reference, as shown in FIG. 12, or where 
reference blocks can be specified in advance in the reference 
image. FIG. 13 is a diagram showing processing timing for 
the images shown in FIG. 12; in the process shown, during 
the decoding of the template tO the ordinary frames are 
sequentially decoded, starting with pO, for presentation for 
display. 

To implement this, information indicating the upper left 
position and lower right position of a macroblock containing 
a template sub-region to be referenced (see FIG. 14) is 
appended, for example, at the head of each ordinary frame 
packet. Likewise, information indicating the upper left posi- 
tion and lower right position of the macroblock that a 
transmitted sub -image occupies in the entire image is 
appended to each template packet so that the sub-image 
necessary for the decoding of the template can be decoded 
in advance. How the template image is divided into sub- 
images is at the discretion of the encoding end. Assuming 
that the encoding and decoding of the template are per- 
formed on each divided sub -image independently, and that 
the numbers of macroblocks in both horizontal and vertical 
directions of the entire image are known, the decoding 
sequence of the template can be uniquely reconstructed from 
the frame number and the information indicating the upper 
left and lower right positions of each associated macroblock. 
Whether the reference regions in the template are con- 
structed with correct timing is also dependent on the bit 
stream construction at the encoding end; on the other hand, 
at the decoding end, whether an ordinary frame can be 
played back or not can be determined based on the header 
data of the ordinary frame packet using the frame number of 
the reference template and the range of the reference mac- 
roblock carried in the packet. 
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(Embodiment 4) 

FIG. 15 is a block diagram showing the configuration of 
an image encoding apparatus according to a fourth embodi- 
ment of the present invention. Further, FIG. 16 is a block 

diagram showing the configuration of an image decoding 
apparatus corresponding to the image encoding apparatus. 

The image encoding apparatus of the present embodiment 

is identical in configuration to the image encoding apparatus 
of the prior art, except for the addition of: 

an offset map 73 in which offset values for varying the 
quantization step size from block to block are arranged 
in corresponding relationship to each image; and 

a DPCM Huffman encoder 74 for variable-length encod- 
ing the data of the offset map 73. 

Here, for the DPCM Huffman encoder 74, variable-length 
codes of both direction components of motion vectors in 
H.261 can be used. The quantizer 70 and the inverse 
quantizer 71 apply quantization and inverse quantization, 
respectively, according to the offset map 73, and the MUX 
72 multiplexes output signals from the Huffman encoder 12, 
DPCM Huffman encoder 74, and motion vector encoder 13 
and produces a bit stream for output. 

On the other hand, in the image decoding apparatus of the 
present embodiment, the DMUX 80 takes as an input the bit 
stream output from the image encoding apparatus and 
demultiplexes it into the image data, motion vector, and 
offeet map data. The configuration is identical to that of the 
previously described image decoding apparatus of the prior 
art, except for the addition of a DPCM HufBman decoder 81 
for decoding the offset map data demultiplexed by the 
DMUX 80, and an offset map 82 for storing the offset map 
values output. The inverse quantizer 83 applies inverse 
quantization by changing the quantization step size accord- 
ing to the offset map 82. 

For example, for applications such as videophones where 
a coarse image is sufBcient for the background area that 
contains little motion in the image and is not important, but 
it is desired to transmit a fine image for the center area that 
requires fine motion to convey expression changes, etc. of a 
person's face, quantization must be made finer for the center 
area of the image. This is achieved by adding an offset value 
of -2 to -3 for the center area and an offset value of +2 to 
+3 for the background area, to the normal quantization step 
size. The quantization step size is transmitted for each 
macroblock, and the offset map data is transmitted for each 
image. This offset is implemented as a modification of H.263 
in the following manner. 

One-bit control information called LQOM (Load Quan- 
tization step Offset Map) is added after the picture header 
PQUANT. Using this control information, the offset map is 
loaded by setting LQOM=l for an I-picture, for example, 
and for P- and B-pictures, LQOM=0 and the previous offset 
map is used. Here, default oflfeet values are all Os (no offeet). 

In the embodiments thus far described, the prescribed 
block size of 16x16 has been used, and the prescribed size 
wider than the block size has been set to 24x24, but they 
need not be limited to these specific sizes. As previously 
described, other block sizes can be used, and for the wider 
prescribed size, any other size can be used as long as the size 
is larger than the block size. 
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Further, in the above embodiments, the motion estimators, 
etc. have been implemented using dedicated hardware, but 
instead, equivalent functions may be implemented in soft- 
ware using a computer, if possible. 

As is apparent from the above description, the present 
invention provides the advantage that the reference image is 
not limited to any specific frame and the effects of overlap 
motion compensation having extensibility can be obtained. 

Another advantage of the present invention is that, in 
decoding of an image that requires a non-fixed (variable) 
processing time of CPU or DSP, corruption of image play- 
back can be avoided that could result when the interpretation 
of a bit stream was not done in time. 

The present invention has the further advantage that 
error-resistant, low-delay image transmissions can be 
achieved by encoding a representative frame as a different 
bit stream. 

What is claimed is: 

1. An image encoding apparatus wherein input image data 
is divided into a representative frame representative of said 
image data and a second frame other than said representative 
frame, the representative frame being stored in a first 
memory and the second frame being stored in a second 
memory comprising 

said representative frame including a panoramic image 

larger than said second frame, 
a first encoder for obtaining a first residual frame between 

said representative frame stored in said first memory 

and said input image data, 

a second encoder for obtaining a second residual frame 
between said second frame stored in said second 
memory and said input image data, 

frame identifying information for identifying the repre- 
sentative frame and the second frame, respectively, 
appended to said first residual frame and said second 
residual frame, 

block identffying information for identifying a block in 
said representative frame, appended to said second 
residual frame, and 

bit streams of said first residual frame, said second 
residual frame, said frame identifying information and 
said block identifying information multiplexed together 
for transmission. 

2. An image encoding apparatus comprising: 

an offeet map in which at least two offset values for a 
quantization step size are concurrently set for at least 
two areas of an image, the two areas of the image 
requiring quantization at different levels of precision, 
said offset values being used to change the quantization 
step size for each block when quantizing the two areas 
of the image to effect the different levels of precision 
for quantizing the two areas of the image for transmis- 
sion in said image encoding apparatus; and 

offset appending means for appending data of said offset 
map at the head of data of said image. 

3. An image decoding apparatus comprising: 

offset extraction means for extracting said offset map 
from encoded data input from said image encoding 
apparatus of claim 2; and 



6,081,551 



15 



decoding means for changing the quantization step in 
each image based on the extracted offset value, and for 
inverse -quantizing said input encoded data with said 
changed quantization step size and thereby decoding 
said encoded data. 

4. An image encoding method comprising the steps of: 

(a) dividing input image data into a representative frame 
and a second frame, the representative frame including 
a panoramic image larger than the second frame, 

(b) concurrently storing the representative frame in a first 
memory and the second frame in a second memory, 

(c) obtaining a first residual frame between the input 
image data and the representative frame, 

(d) obtaining a second residual frame between the input 
image data and the second frame. 
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(e) encoding the first residual frame and the second 
residual frame with separate encoders, 

(f) appending data including a first identifier to the first 

residual frame, and 

(g) appending data including a second identifier to the 
second residual frame, 

(h) appending data to the second residual frame for 
indicating a block in the representative frame to be 
referenced by the second residual frame, 

(i) combining the encoded first residual frame, the 
encoded second residual frame and the appended data 
in a multiplexer and 

(j) transmitting the combined frames and the appended 
data. 



